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The Innomaker HiFi DAC Hat is the best optimized partner for RPI audio output. Used on-board 
PCM5122 as the IIS clock master , instead of the clocks from RPI which comes with too much 
jitter. Added dual low jitter oscillators(45.158M and 49.152M) to support more exact sample rate 
clocks. No soldering, no additional cables. Just plug it in and do some simple configuration, You 
can get a same high-class music player, but only pay 1/10 to 1/100 of the market price. 


1. Compatible with Raspberry Pi Zero,Zero W,3B,3B+with the 40-pin connector. Connects directly 
to the Raspberry Pi board, no additional cables required,no soldering. Easy to get more beautiful 
and fantastic sound by this RPI+DAC HIFI suits. 


2. Absolutely perfect to support all Raspberry Pi music playback system ,such as LibreELEC, 
OSMC, Max2Play, RuneAudio, Volumio, Moode, PiCorePlayer, PiMusicBox, OpenELEC, Raspbian, 
Ubuntu etc. Support play music from a hard disk or over the network. Support DSD over 
PCM(DOP)mode. 


3. Class-leading stereo audio DAC PCM5122, sample rates up to 384-KHz/32-Bit. Paired with 
stereo high fidelity headphone amplifier TPA6133. Provides 2.1Vrms ground-centered outputs 


coupled with Film capacitor. 


4. On-board a pair of gold plated RCA (LEFT &Right) jacks and a 3.5mm high-end headphone jack 


output, allow you free to play your music through Raspberry Pi to another terminals. 


5. Comes with software, document and friendly technology support. For more information 


please refer to our wiki (view the link on color page comes with the goods). 


6. On-board EEPROM and Infrared receiver extended function(Default no soldering) 
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3. Hardware Description 


Connect the HIF! DAC HAT module and RPI with 40 pin connector .While installing the module 
attention to align the first leg of the raspberry pi and HIFI DAC HAT module. 


ff a 


IR sensor reserved interface 


Audiophile Texas Instruments 
32-bit/384kHz DAC PCM5122 


45.1584M and 
49.152m two high 
Extension interface precision oscillators 


of Raspberry Pl 


German WIMA 
professional-level 
Film capacitance Gold plated RCA 


output connector 


Stereo DirectPath headphone High-quality 3.5mm 
amplifier TPA6130A2 stereo Audio Jack 


~ 
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LRCLK 


30 | GPIO26 GPIO20 


BEADEOR PIN 1 
«6 
2 GPIO27 
U 
GND | 2 |) 
GPIO2S 
GPIO5 
GPI06 GP 
84 GPIOI3 GND Kah 
3] GPIO19 GPIOIE 
PIN 40 


GND  GPI021 


CON40 


PIN Symbol Description 
in » 45V +5V Supply Pin, connected to the main 5V supply of the 
, Raspberry Pi 
~ 3 SDAL SDA Used for DAC and EEPROM 
. SS SCL SCL Used for DAC and EEPROM 
A a 12 GPIO_18 TIS _BCLK 
L 31 GPIO 6 Mute function control pin 
P 35 GPIO_19 IIS_LRCLK 
37 GPIO 26 Infrared receiver reserved port 
40 GPIO 21 TIS _DOUT 
Reserved for an ID EEPROM on the Raspberry Pi. These pins 
ID SCL and 
27, 28 ID SDA are always reserved and should never be used to connect 
external components 
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6, 9, 14, 20, 25, 30, 34, 3 Ground Pin, connected to the main system Ground of the 


GND 
9 Raspberry Pi 


The remaining pins are unused, You can use them for your other hardware boards. 


For more information about GPIO of Raspberry PI, please refer to below link: 


When the DAC module driver is install successfully and)be detected, below red led on-board 
should be on. 
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We reserved some function for customer DIY by themself. 


ID EEPROM 


EEPROM 
U8 
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2) ID EEPROM: U5, No soldering on-board 


Design Service,Production Service 


Pin 27 and 28 are always reserved for an ID EEPROM erry Pi. Independently 


which card you use. It’s useless for most application. t to use this function, you 


\VDD33V 


; 


*m 
ss 
mS 


= 
a 


VOD33V 
9 


connected to the same IIC port with DAC. you need to solder the IC and Confirm IIC slave 
ices. If you a novice of Raspberry Pi, We really wouldn't advise do that. 
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4. Software Description 


HIFl DAC HAT module compatible with many Raspberry pi music playback system such as: 

OSMC / Max2Play / RuneAudio / Volumio / Moode / PiCorePlayer / PiMusicBox / OpenELEC ete. 
You can choose your favorite. We take Volumio/MoOde/LibreELEC/Max2play/Raspbian/OSMC 
Preset System for Example. 


May | draw your attention below: 

1) Because the third party will update the version unscheduled, so the actual UI may different 
from below user guide. But the configurations will be the same. If you meet.any problem, you can 
Check the user help on the website of the third party or feel free to e-mail to our support team 
(support@inno-maker.com). 


2) The default sound is loud of most system, it’ will offensive your ears. So please turn down the 


volume before you enjoy it. 


3) For some music systems that are not listed, you can try to set as below step. Many thanks to 
the friendly customer named ‘HoweTechnical’ write it down on our Amazon review page. 


a. SSH into your RPI (won't go into how to do that, Google it if you need) 

b. Type "cd .." and press enter (no quotes) 

c. Type "mount -o remount,rw /flash" (no quotes) to remount the flash directory as rewritable 

d. Type "nano /flash/config.txt" (no quotes) 

e. Arrow down to the bottom and type this at the end: dtoverlay=allo-boss-dac-pcm512x-audio 

f. Press ctrl+x, choose y (for yes, to overwrite the file) and press enter 

g. Type "reboot" (no quotes) to reboot the system 

h. Now in Kodi, to into Settings - System Settings - Audio and choose the default output device of, "ALSA: Default (BossDAC 
Analog) 
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Download the lastest image for Raspberry PI: 


Volumio Image: 
http://volumio.org/get-started 


MoOde Image: 
http://www.moodeaudio.or, 


LibreELEC: 
https://libreelec.tv/downloads/raspber 


Max2Play Image: 
https://www.max2play.com/en/max2play-image 


Raspbian and Raspbian lite Image: 


https://www.raspberrypi.com/software/operating-systems 


OSMC: 
https://osmc.tv/download 


Prepare a capacity of atleast 16GB TF card and a card reader.Load the image file onto a SD card, 


using the instructions provided on the Raspberry Pi website for Linux, Mac or PC: 
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Volumio is an entirely new music system. It is designed to play all your music, whether is an 
Hi-Res file or a Web Radio, with the highest quality. Control it with your favourite device, a 
smartphone, PC or tablet, and enjoy your music as you never did before. 


Volumio is a Free and Open Source Linux Distribution, designed and fine-tuned exclusively for 
music playback. | supports all filetypes: FLAC, Alac, Aac, Vorbis, Mp3, DSD etc. and support 


By flashing (installing) Volumio on any platforms, it will then become a headless Audiophile Music 
Player. Headless means that the only way to control it will be with another device, such as a 


Smartphone, Tablet, PC or anything that has a browser. 


For more detail please refer to https://volumio.org/discover/. 


STEP: 


1) Insert the TF card with volumio image into the Raspberry pi then power on. 


2) By using your smart phone, tablet or any device with WIFI and browser search for WIFI 
hotpots. You can see a ‘Volumio’ name in the search list. Connect this hotspot with password 


‘volumio2’. You can change your password after login. 


TP-LINK_DBGMUK = 
a 

Encrypted 

TP-LINK_F846 a> 

Encrypted 

TP-LINK_lindashen = 


Encrypted 
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3)The browser will automatically eject playback software UI which is based on web interface ( if 
you connect the hotspot successfully but for some reason browser can’t pop up the playback 
page automatically, you can using http://192.168.211.1 to login. You can see below wizard of 


66 


Volumio. We only need to set “Language” , “Name” “Output” and “Done” for simple application. 


© Volumio - Audiophi 


Language Name Output Network Music Done 


VOLUMIO 


Welcome, let's get started 


Select your language 


English 


Step 1/6 


4)It should be noted that ‘Output’ page must set as below. This is an essential step, otherwise 


you can't hear anything. 


Language Name Output Network Music Done 


| have an 12S DAC 
Select your i2s DAC 


Allo BOSS 


Step 3/6 
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5)In ‘Done’ Page, you can see a request for donations from Volumio. It’s depand on you. You can 


give them some help if you like this application. Gifts of roses, hand a fragrance. 


Language Name Output Network Music Done 


Volumio has been configured and it's ready to play 


If you like Volumio please consider donating. You can make the difference for this project! 
- 
10 | 20 50 | 100 Donate 


Donate Bitcoin | Donate Litecoin | Donate Ripple 


Step 6/6 


6)Click ‘Done’ to finish initialization of Volumio. And then restart Volumio. 


12S DAC Enabled 


Allo BOSS has been enabled, restart the system for changes to take effect 
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7)In this restart process, “Volumio” hotpot will turn off fora moment. Sometimes your mobile 
phone or Tablet or PC will automatic connect to other. You need to set back to ‘Volumio’ hotpot. 


After restart you can see the main page of Volumio. 


D © Volumio - Audiophile x 
c C | @ 192.168.211.1, k wv 


ET ath QA Chips Archives Liv 4 Video Security and [EY BeagleBone Black [J] PADS Reference D What is EAGLE ® L1-5M03 - Leopar Omnivision [Bat GQ image Sensors fo 


A 


g APPEARANCE 
NETWORK 
SYSTEM 
PLUGINS 
ALARM 


SLEEP 


== CREDITS 


SHUTDOWN 


VOLUMIO SHOP 


, A 20:47 
-@ 8 4 2017/10/31 


8)If you can't play music properly, please Click ‘Setting’ - PLAYBACK OPTION, check the output 


setting as below picture. This is an essential step, otherwise you can't hear anything. 


© Volumio - Audiophile 


€ ¢e;\ot 192.168.211.1 


VOLUM 


Sige MY MUSIC 


PLAYBACK OPTION: 


APPEARANCE 


(100 NETWORK 


ALARM 


SLEEP 


SHUTDOWN 
HELP 


VOLUMIO SHOP 
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VOLUMIO 


General Playback Options 
gs 


4) Audio Output 


Output Device Allo BOSS 


_ 


125 DAC om 


DAC Model Allo BOSS 


= fa 


9)You can insert the USB Disk or mobile hard disk with your own audio file into Raspberry Pi USB 


connector, and find the music list of your USD disk in “Music Library” . 


© Volumio - Audiophile | x 


) 192.168.211.1 * 


VOLUMIO 


16) bai 


Favorites Playlists Music Library Albums Genres 


GS Loo 
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© Volumio - Audiophile | x 


© © 192.168.211.1 * 


VOLUMIO 


4.5 VOLUMIO Play DSD Music Files 


DSD64, DSD128 AND DSD256 are now natively supported in direct DSD mode on Volumio. 
For more DSD information please refer to Volumio link: 


Please set ‘General Playback Options’ mode as below picture: 


VOLUMIO 


General Playback Options 


DSD Playback Mode 
DSD Auto Volume Level | 
Volume Normalization 8) 
Audio Buffer Size 


Buffer Before Play 


Persistent Queue 


Restart and enjoy DSD music. 
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A3.| Miss You.dff 


.\ 5 


Support: support@inno-maker.com www.inno-maker.com/wiki 17 
Bulk Price: sales@inno-maker.com 


MNO Design Service,Production Service 


www.inno-maker.com 


1)We just talk about the basics, for more Information please read the official user manual: 


https://github.com/moode-player/moode/blob/master/www/setup.txt 


2) Insert the TF card with MoOde image into the Raspberry pi, and then connect to your router 
by LAN cable, Finally power on. Make sure your Raspberry Pi , Desktop (mobile phones, laptop, 
pad and so on) in the same local area network(LAN). Get the IP address of Raspberry PI through 


check up the router or use some IP checker tools. 


moode 
IP: 192.168.1.111 | MAC: b8-27-eb-b0-<2-Be | 


3)You also use your device(mobile. phones, laptop, pad and so on) to connect the hotspot of 


moode. Named: ‘Moode’, and Password is ‘moodeaudio’. Login page: http://172.24.1.1/ 


4) Connected the Raspberry Pi through browser. You get the display of Moode. 


€ CS @ 192.168.1.111/index pt r S -~ } 
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5)Click the icon in the upper righ for setting the system. 


Configure 


Appearance 


BlueZ 
Players 


Audio info 


: Configuration Settings 
Play history : 2 


Quick help = i’) ana = 


Library Audio Network System 


Refresh 
MPD EQ-P EQ-G CLK-RADIO SOURCE-SEL 


Restart 


Close 


6) Click ‘Audio’, set as ‘Allo Boss DAC’ and save and restart. This is an essential step, otherwise 


you can't hear anything. 


a Library Audio Network System 
Audio Config 


Devices 


12S audiodevice Allo Boss DAC 


Driver options None available 


Chip/Device options 


ALSA volume (%) 
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Configure 


Audio info 


System info 


About SHUTDOWN 


Refresh REBOOT 


Restart 
Cancel 


7)Now you can enjoy your music. 


000) | 425, Asolut 


Ne Artsound 
fm 92.7 


Ambient Sleeping Pill Amys FM (320K 


er 
ab 


LR Channel And Phase 
Koz - Stereo Test 
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8)You can play music in the SD/MMC card, U disk which connected with Raspberry Pi. 
But Moode may not automatic update disk default, so you need to update by yourself follow 


these steps. 
S C OO Fee 192.168.1.111/index.php 


@ CQ 


SDCARD 


Default Playlist 


Favorites 


Configuration Settings 


ot’) was foe! 


Audio Network System 


MPD EQ-P EQ-G CLK-RADIO SOURCE-SEL 


Close 
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MPD Database 


MPD database 


< C © ASS | 192.168.1.111/index.php 


-i ff Ca 


Default Playlist 


Favorites 


Support: support@inno-maker.com www.inno-maker.com/wiki 22 
Bulk Price: sales@inno-maker.com 


NNO Design Service,Production Service 


www.inno-maker.com 


4.7 MoQde Play DSD Music Files 


Moode is very excellent in play DSD music files.If you want toplay DSD music. In MPD settings, 
you need to set ”DSD over PCM’ to ‘YES’, and then it’s very important to select the proper Sox 
resampling rate. Otherwise It dosen’t work well for play DSD music. 


MPDversion 0.20.20 (Default) 


MPD options} EDIT OPTIC 


RESTAR 
< Library Audio Network System 


MPD Config 
SAVE @ 
Audio device 


Device type 12S audio device 


Volume control Software 


DSD over PCM 


SoX Resampling 


Sample rate 32 bit / 96 KHz 


Quality Very high quality 


Multithreading 


B4.Million Years Ago 


Unknown artist - Unknown album 


Support: support@inno-maker.com www.inno-maker.com/wiki 23 
Bulk Price: sales@inno-maker.com 


Design Service,Production Service 
www.inno-maker.com 


1)After load the image onto TF card, Open TF disk directory and Find the file named config.txt. 
For more information about this file please refer 


to :https://www.raspberrypi.org/documentation/configuration/config-txt 


‘ | | = |} 
overlays bem2708-rpi-O-  bcm2708-rpi-b. bcm2708-rpi-b-  bem2708-rpi-c — bem2709-rpi-2-.  bcm2710-rpi-3-  bcm2710-rpi-3-  bcm2710-rpi-c —_ bootcode.bin cmdline.txt 
w.dtb dtb plus.dtb m.dtb b.dtb b.dtb b-plus.dtb m3.dtb 
a 7 7 I = l | | | 
| -—CtioLO U8 
= L | | 
COPYING.linux fixup.dat fixup_cd.dat fixup_db.dat fixup_x.dat issue.txt kernel.img kernel7.img LICENCE.broadc —_ LICENSE.oracle 
om 
start_cd.elf start_db.elf start_x.elf 


» 


dio module.Notice the format 


2)Append the following lines to the end of the fil 


Otherwise it doesn't work. 


Insert the TF card with volumio image into the Raspberry pi then power on. Default user name 


is pi, and password is raspberry; 
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4)After login, Install the qmmp music player. Before that please make sure your raspberry already 


connected to the internet. 


Bi vicraspberypi ~) | 
~ 


¥ TL © | ex| o7sa 


ssories 

@ Admin tools 
Communication 

| GNOME desktop 

f& KDE desktop 

la) Other desktops 

@>) Fonts 

ry Games 

J Graphics 

@ internet 

Fad Legacy 

[89 Localisation 

[8 Multimedia 

# Network 

= | Other 


@ Programming Qmmp is feature-rich audio player with support of many formats. It is 


Al Publ §) written in Qt 
reek. Supported formats: 
‘GF System * MPEG] layer 2/3 


= Science ~ * Ogg Vorbis 


5)You can also install it by below command to setup qmmp. 


sudo apt-get install qmmp. 
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6)Right click the sound icon on the top right corner, set the raspberry pi audio output as 


‘BossDAC’ . This is an essential step, otherwise you can't hear anything. 


~ BossDAC 


External Device Settings... 


7)After the installation is,we can find the player under the menu bar. an Install other linux 
music player as same step. Such as Rhythmbox, Amarok,VLC,Cm 
Brien) DS MH OE [Drove > 
<a Programming > 
rf Office > 
© Internet > 
al, Games > Y 
ue Accessories > 
5 _) Sound & Video > w) Qmmp 
Pes Help > 
fi, Preferences > 
PO] Run... 
fl Shutdown... 
@ 
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0o000 06 6—- 
equalizer 


oo = — 


testetttt ttt 


playlist ————_—_~ 


aoa oT) a 
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4.9 Raspbian Lite SetUp 


1) Modify the config.txt 


Open the config.txt in system. 


sudo nano /boot/config.txt 


isudo nano /boot/config.txt 


Append the following lines to the end of the file,enable the audio module.Draw attention to the 
format , Otherwise it doesn't work. press "ctrl+o" and press "Enter" to save the file. Reboot the 
system. 

dtoverlay=allo-boss-dac-pcm512x-audio 
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2)Check the DAC module 


Type in the commands that are shown below. You can see the BossDAC, the 3 is the dac device 
number. 

aplay -| 

cat /proc/asound/cards 


i) 


on ib 


+ 
3 
, 
¥ 
+ 
¥ 
+ 
+ 
£ 
¥ 


1a 
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3) Set as default sound card. 


Create /etc/asound.conf 


sudo nano /etc/asound.conf 


Type in the following content and then press "ctrito" and press "Enter" to save the file. Reboot 
again. 3 is the DAC module device number. 


/etc/asound.conf * 
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4) Alsamixer 


Type in the commands that are shown below, you can see the alsamixer tool. 


alsamixer 
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1) Modify the config.txt 


After load the LibreELEC image into the TF card, Open TF disk directory on your computer and 
check the file named config.txt. For more information about this file please refer to : 
https://www.raspberrypi.org/documentation/configuration/config-txt 


r 


overlays bem2708-rpi-O- bcm2708-rpi-b. bcm2708-rpi-b- —_bcm2708-rpi-c = bem2709-rpi-2-  bem2710-rpi-3-  bem2710-rpi-3- — bem2710-rpi-c bootcode.bin cmdline.txt 
w.dtb dtb plus.dtb m.dtb b.dtb b.dtb b-plus.dtb m3.dtb 
= -_ 
COPYING linux fixup.dat fixup_cd.dat fixup_db.dat fixup_x.dat issue.txt kernel.img kernel7.img  LICENCE.broadc —_LICENSE.oracle 
om 
start.elf start_cd.elf start_db.elf start_xelf 


S 


Append the following lines to the end of the file,enable odule.Draw attention to the 
format , Otherwise it doesn't work. 
dtoverlay=allo-boss-dac-pcm512x-audio 


HHHHAHAAHHHHBRAAAHAREHAAAHARHAAHBEAEARABEHHAABHEH EAHB AE HH 
# Include distribution specific config file if it exists. 

TR AEAE EAE EE EAE EE EAE EEE EAE AE EE AE EEE EAE AE EAE AE EAE AE EE Ht AEE AEE AE tA EE Et ER 
[all] 

include distroconfig.txt 


# uncomment to enable infrared remote recevier connected to GPIO 18 


#dtoverlay=gpio-ir,gpio_pin=18 
dtoverlay=allo-boss-dac-pcm512x-audio 


~y* 
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2)Open the system page on LibreELEC 


File manager 


LibreELEC 


<3 


a 


Add-ons 


ay 
Ks 


Interface 


Design Service,Production Service 


System information Event log 


2 | @ 


Profiles System 


Settings 


HUAWE! 
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3) Set the Audio output device as BossDAC. 


Settings / System 


7:31 AM 


Display Audio Decoder 


ade SOS Audio output device ALSA: BossDAC, Boss DAC HiFi [Master] pcm512x-hifi-0 


Input 
Internet access 
Power saving 


Add-ons 


esarr ali tt Hi High 
Logging taser iliae via inst ; Ae 


192.0 
1 Minute 


Send low volume noise 


GUI Sounds 


This category contains the settings for how audio output is handled. 


settings / System 


Display 


Audio 


ALSA: Default (vc4-hdmi-O MAI PCM i2s-hifi-0) () Cancel 


Input 
ALSA: vc4-hdmi-0 (), MAI PCM i2s-hifi-0 


Internet access ALSA; vc4-hdmi-0 (ve4hdmi0), MAI PCM i2s-hifi-0 


when playback 
Power saving ALSA: vc4-hdmi-0 (vc4hdmi0), HWV HUAWEI AD80HW on HDMI 


Kodi UI 
Aes Co ae) 


PULSE: Default, Bluetooth Audio (PULSEAUDIO) 
Logging 


6 items - 1/1 


xy Standard 


HUAWEI! 
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4.11 OSMC Setup 


1) Insert the TF card with OSMC image into the Raspberry pi, and then connect a HDMI Display, 


Finally power on it. You will see the install GUI. 
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2)After some basic setup you will go to the home page. 


® 


Videos 


Pictures 
Games 
My OSMC 
Favorites 


Programs 


v 


HUYINIUDA 


5) Click ‘My OSMC’ — ‘Pi Config’. 


Pi Config 


HUYINIUDA 
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6) Click ‘Hardware Support’, set Soundcard Overlay ‘all-boss-dac-pcm512x-audio-overlay’.Do not 


enable any other options. 


ca 


Fa omy  ‘*s e 
:GPIO remote support with default pins in ompatible with HiFiB 
if ; 


Hardware Support Enable LIRC GPIO support... 4 
4 
wlgpio mi & 


Enable SPI su: 


, 


HUYINIUDA 
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8) After restart. Click ‘Settings’ System’ 


Games 
Profiles 
Services 


ste! 


System info 


Add-on browser 
File manager 


HUYINIUDA 


9) Click ‘Audio’ ‘Audio output device’. 


Internebaccess 


Po 


Add-ons 


Logging 
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10) Choose Audio output device as ‘BossDAC, Analog’. And then reboot again. 


Audio output device 


A: Defa \ ; 


ALSA: BossDAC, Analog » 


HUYINIUDA 


11) After that, The setting has been completed. you can hear the click voice of the mouse, and 
you can listen to music ,watch movievand play game normally. 
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1) Insert the TF card with Max2player image into the Raspberry pi, and then connect to your 
router by LAN cable, Finally power on. Make sure your Raspberry Pi , Desktop (mobile phones, 
laptop, pad and so on) are in the same local area network(LAN). Get the IP address of Raspberr 


PI through check up the router or use some IP checker tools. 


max/ play 


2)Choose the Card option as ‘Allo’. 


€ CoS PATER) step wii 


Bt gi BBA Chips Archives Ur © Video Security anc’ FQ BeagleBone Black. [Z] PADS Reference Dy CS What is EAGLE @ U-5M03 - Leopard EB Omnivision ME Qe EQ image Sensors for 


Get the most out of your audio card with the 
~ specialized setup page. Just click on the 
manufacturer below to install the plugin. 


The custom startpage offers an easy installer for 
sound cards (choose optimal setup for audioplayers), 
volume control and other options. 


JustBoom 


HifiBerry 


IQAudlO 


ALLO 


Audiophonics 


If you have another audiocard or none at all, just 
skip this step, 


Remind me again _— Skip this, 


192.168.1.109/?action=installstartpsgepluginSthardware=justbooen 
as meg 1 — 
= Sw 
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3)Setup the audio card type as below, then save and reboot the system. 


FF Mox2Play | Media Sol 


BAR FBR Chips Archives - ip eddress: ft yore pi [Z] PADS Reference D> CS What is EAGLE @® U-SM03-Leopard [J OmniNision BE 2 LE Image Sensors for » 


allo... 


system info 


ALLO = Music Player MP? Audioplaye ettings / Reboot wezebox Serv WIFI/LAN velit esystem Mount Kod! / XBM 


Maxa2Play - Allo Edition 


non 
Allo Piano HiFi DAC 2.0 


TOPICS 


€ > GS [© 192.168.1.109/plugins/allo/controller/Setup.php +e 


ois] Chips Archives - Liv 4 Video Security and BeagleBone Black [YJ PADS Reference De CS Whatis EAGLE ™ LI-5M03-Leopard [J OmniVision B) sar [J image Sensors for » 


ALLO MusicPlayerMPD Audioplayer Settings /Reboot + Squeezebox Server WiFi/LAN jivelite Filesystem Mount Kodi / XBMC 


Raspberry Settings 


fest Our MUlUF OUI AUUIO Lorinigur atu 


Choose your preferred setup and purpose of Max2Play 


You may change all settings later, but for the first start, it is suggested to select something, The mediacenter Donate. 
Kodi is available and preinstalled in every setup. 


| + Starter: A simple audioplayer for internet radio and local music (mp3) 


You want a simple way to play music from online radio streams and local sources (e.g. USB- 
drives or network storage) 


+ Easy and fast set up, no music server needed 

+ Choose from YMPD and Ampache as frontend, to control the music player 

+ Some Radiostations are preconfigured 

+ Anetwork Share on this device will be automatically set up. You can connect to it from any 
network device to add local music and radio stations. 


— No synchronized audioplayers 
— No airplay with soundcards like HiFiBerry 


setup your audioplayer 


Advanced: A real multiroom audio player that integrates in a Squeezebox environment with 
powerful options for high-quality audio and a lot of features. 


» Simple Airplay: Apple Airplay Device that plays music streamed from iPhone, iPad or Mac. 
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(% Max2Play | Media Sol. x 5 
€ > & [O 192168.1.109/plugins/mpa/contr SEED. php 
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Et gfe PA Chips Archives - Liv + Video Security and BeagleBone Black< [JZ] PADS Reference: CS Whatis EAGLE ® LI-SMO03 - Leopard 


M=al= C allo... 


MAX2PLAY 
step1 


Audioplayer Settings/Reboot Squeezebox Server WiFI/LAN __Jivelite 


ALLO 


Raspberry Settings 


Music Player (MPD) Setup [2] 


Manage the Music Player MPD and control your Player with YMPD (small webclient) or Ampache (powerful 
webclient). You may access the locally stored Playlist/Music/Radiolists on this device from any computer in your 
network (via Samba). Click here for more information. 


~ Status: Music Player MPD is running with processiD 4656 


stop Music Player MPD _ kill Music Player MPD 


step2 


> Music Player Basic Settings 
» Music Player Webinterface 


» Music Player Soundcard Settings 


5)Add music file 


€ @ | © 192.168.1.109:2081/#/browse/0/USB 


FE omnivision (B) war EQ) image Sensors for 
Version 2.44 
Raspberry PI 3 


Filesystem Mount — Kodi / XBMC 


HELP - MUSIC PLAY 


@ Watch a video tut 
and use different possibilities of listening to 


| about the settings on this 


pa 


your music, 

© Connecting a USB-Drive: just attach your USB- 
storage and you find its content in the music 
folder of the musicplayer. 

@ Accessing the storage on this device: use the 
Samba-Share and connect from any computer 
(file explorer) in your network with \\max2play 

@ Access a network storage with your music 
(e.g. Diskstation): Mount the share to the path 
/mnt/mpd (using filesystem mount) and you will 
find it in your music folder. 


TOPICS 


Et aaFa QR Chips Archives - Liv + Video Security and BeagleBone Black« [J] PADS Reference De CS WhatisEAGLE ® LI-SMO03 - Leopard 


= database 


Browse database: USB 


> SummerThing! 
SummerThing! 


# ~~ Title 


SAR - SeRaSER.mps 
®»ZEO»EA 


n 

A 

n 

£1 beyond - AZE%tRR.mp3 
S11 beyond - ##£ AF - SRS.mp3 
na 


When You Say Nothing At All 


~~? 
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Random 
& Consume 
* Single 
Afrojack 
2:36 / 3:56 Coser 
S Update DB 
i Clear queue 
aes ® Notifications 
4:26 > 
1:51 
3:65 
414 
3:51 
417 
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step1 


Ho Chips Archives - Liv 4 Video Security and BeagleBone Black [J] PADS Reference De CS Whatis EAGLE ® LI-5M03-Leopard [J OmniVision [B) war [image Sensors for » 


step3 step2 


& Consume 
> Love In An Elevator si 
ittle South Of Sanity Aerosmith 

ref 0:13 / 5:23 pees 
& Update DB 

# Title Duration 

1 Love In An Geren 5:23 i Clear Rind 

2 Love In An Elevator 5:23 ® Notifications 

3 SummerThing! 3:56 


Active your license: 


(% Max2Play | Media Sol. x 


€ > GS | © 192,168.1.109/plugins/max2play_settings/controller/Basic.php wr) i 
boii} Chips Archives - Liv 4 Video Security and BeagleBone Black [J PADS Reference De CS Whatis EAGLE #® LI-5M03 - Leopard OmniVision [B) 2 [) image Sensors for » 
== (= y Version 2.44 

ee ie (Cc a Oo 
apt 4 com 
MAX2PLAY 


ALLO Music Player MPD —_Audioplayer Squeezebox Server WiFi/LAN  jivelite Filesystem Mount Kodi / XBMC 


step] — Rspberrysettings 


Basic settings for Max2Play [2] 


@ Use this page to change the devicename, update 


Max2Play to the latest version, expand the 


filesystem on a new installation and install new 


- a —— a addons. 
a Nanaher Tew features, you need to be a customer of shop.max2play.com or @ To install and activate a new addon on the 
activation [hla have a code for activation. This is verified with your eMail-address or litt ot tide se a teattbakie 2 te 
code activation code. if you are not a customer yet, you may buy the F ctantel tharadder and <acsad eckson 
&) Max2Play-Full-Package here. 
Language [english ¥| Change Keyboard Layout, Language and Timezone for Desktop (this 
Europe/Berlin 7) web-interface detects browser language) 

Autostart @ Autostart Desktop (X-Server) on Bootup (needed for Bluetooth and 
Desktop Pulseaudio or VNC-Server) 
Network Search local Network for other Max2Play-Devices running Squeezelite 
Lookup and display them in the header of this interface 
Donate { Remove the donate-button in header of Max2Play-Webinterface 
Button 
Helpon  @ Show help on sidebar for current page/addon, if the page supports it. a 
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9. DAC CASE ASSEMBLY 


Customer can also buy Case For HIFI DAC,customer can buy and assemble it as below: d 


Package contain : 
1. 6 pcs acrylic plate 
2. 5 groups of screw 
3. 1 screwdriver 
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There is a protection film on both sides of all acrylic plate. You need to peel it off before 
assembling the case. 
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Step: 3 


Mount the RASPBERRY to the base plate 


PVTVITE EEE PELITI TT fap 
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6. Displa 


We have two kinds display support the DAC module for user DIY. You can find these two Icd 
from our website, wiki and Amazon store. 


This 3.5 inch capacitive touch Icd only support the Raspbian now. No support Volumio, Moo 
system. 
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The 7 inch capacitive touch Icd is a plug and play device, Power supply and capacitance touch 
signal via one USB port and display signal via the HDMI of Raspberry Pi. Compatible with 
Raspbian, Volumio, Moode etc that the system support HDIM output. 
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